GRAIN 
DIRECTION 


#2 CENTER DRILL 
PERMISSIBLE 


0.438 


R0.06 


1.75 


3.50 


0.88 


0.261 THRU 
2 PL 


R0.41 


0.625 


0.38 


4 PL 


0.196 
2 PL 


0.03 X 45° CMF 


D4776-1 BASKET STRUT CLEVIS 


MASK PRIOR 


0.19 


1.13 


TO POWDER COAT 


+ 
- 
0.010 
0.000 
0.750 


2 PL 


0.188 


0.750 


0.005 


R0.13 



0.50 


0.403+ 
- 
0.000 


0.50 
REF 
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(OR AMS 4117/4128/4115/4116) 


1) MATERIAL: 6061-T6/T651/T6510/T6511/T62 ALUMINUM BAR 


OR QQ-A-200/8 OR AMS-QQ-A-200/8 (OR AMS 4160) 
OR ASTM B211 OR ASTM B221 


4) UNITS: INCHES UNLESS OTHERWISE NOTED 


7) WEIGHT: 


3) TOLERANCES: PER DART QSI 018 UNLESS OTHERWISE NOTED 
POWDER COAT WHITE (4.3.5.1) PER DART QSI 005 4.3 
2) FINISH: CHEMICAL CONVERSION COAT PER DART QSI 005 4.1 
AJS 


0.08 lb 


REF DART SPEC M6061T6B 


6) IDENTIFICATION: N/A 


NOTES: 


PER QQ-A-225/8 OR AMS-QQ-A-225/8 


AJS 


5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 


s 


REV. 
DESCRIPTION 
BY 
DATE 


PC1 
PRELIMINARY: SHT 2, C7, 1.13 DIM WAS 0.88, C8 0.688 
WAS 0.438, ADDED TOP VIEW WITH CHAMFERS. REASON: 
INTERFERENCE WITH OEM SADDLES. 
AJS 
13.10.31 


B 


MULTIPLE DIMENSIONS UPDATED ON -1 FOR 
INSTALLATION OF 1/4" FASTENERS. INDEX OF HOLES ON 
THE STEM OF -1 ROTATED 90 . FINISH ADDED TO -1. 
TOLERANCE ON CLEVIS FOR -1 & -3 TIGHTENED. ADDED - 
5. REASON: EASE OF INSTALLATION. C3-2 DEPTH DIM 
ADDED. 


AJS 
13.08.14 


A 
NEW ISSUE 
AJS 
13.08.08 


PRELIMINARY C1 
13.10.31 (AJS) 


GRAIN 
DIRECTION 
1.38 


0.38 


0.75 
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PC1 


s 


PC1 


AJS 
AJS 


PC1 


0.18 lb 
7) WEIGHT: 


NOTES: 


1) MATERIAL: 6061-T6/T651/T6510/T6511/T62 ALUMINUM BAR 
PER QQ-A-225/8 OR AMS-QQ-A-225/8 
(OR AMS 4117/4128/4115/4116) 
OR QQ-A-200/8 OR AMS-QQ-A-200/8 (OR AMS 4160) 
OR ASTM B211 OR ASTM B221 
REF DART SPEC M6061T6B 
2) FINISH: CHEMICAL CONVERSION COAT PER DART QSI 005 4.1 
POWDER COAT WHITE (4.3.5.1) PER DART QSI 005 4.3 
3) TOLERANCES: PER DART QSI 018 UNLESS OTHERWISE NOTED 
4) UNITS: INCHES UNLESS OTHERWISE NOTED 
5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 
6) IDENTIFICATION: PER DART QSI 044 6.1 
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SYM ABOUT 


CL 


D4776-3 SKIDTUBE CLEVIS 


1.063 


3.150 


1.688 
0.88 


2.25 


1.00 


2 PL 
0.484 


0.50 


0.19 


0.53 


R0.13 
TYP 


0.510+ 
- 
0.010 
0.000 


4.25 


0.183 


1.38 
PC1 


2 PL 


1.13 


0.397 


R0.13 


0.125 


0.688 


R0.44 


R0.19 


PC1 
SYM ABOUT 
CL 
PC1 
R0.25 
2 PL 


0.438 


D4776-5 SPACER 


0.203 


0.625 


0.13 



0.25 
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s 


AJS 


7) WEIGHT: 


AJS 


LESS THAN 0.01 lb 


NOTES: 


1) MATERIAL: 6061-T6/T651/T6510/T6511/T62 ALUMINUM ROUND BAR 
PER QQ-A-225/8 OR AMS-QQ-A-225/8 (OR AMS 4117/4128/4115/4116) 
OR QQ-A-200/8 OR AMS-QQ-A-200/8 (OR AMS 4160) 
OR ASTM B211 OR ASTM B221 
REF DART SPEC M6061T6R 
2) FINISH: CHEMICAL CONVERSION COAT PER DART QSI 005 4.1 
3) TOLERANCES: PER DART QSI 018 UNLESS OTHERWISE NOTED 
4) UNITS: INCHES UNLESS OTHERWISE NOTED 
5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 
6) IDENTIFICATION: IDENTIFY WITH DART P/N "D4776-5" AND B/N PER QSI 044 METHOD 6.7 


PRELIMINARY C1 
13.10.31 (AJS) 


